
00106
SMART

D i m e n s i o n s 688 x 482 cm

Safety zone 1088 x 832 cm  

Safety zone area 50 m²

Overall height 348 cm

Free fall height 150 cm

Amount of users 16

Product complies with EN 1176-1:2017-12 YES

Availability of spare parts YES

Age range 3-14

According to EN 1176-1:2017-12 norm, the product requires applying a safety surface according to the 
product's free fall height.
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materiały  

Ślizgi ze stali nierdzewnej AISI304. 

Blacha o grubości 2 mm 

kształtowana w technice CNC. 

Płyty boczne z polietylenu HDPE

o grubości 12 mm, najwyższej 

jakości, całkowicie odpornego na 

wilgoć i UV.

Solidna konstrukcja ze stali czarnej 

S235JR oczyszczona w  procesie 

piaskowania. Zabezpieczona przed 

korozją przez cynkowanie i malowanie 

proszkowe farbami poliestrowymi, 

odpornymi na UV z atestem QUALICOAT.

Antypoślizgowa płyta podestowa 

hexa o grubości 18 mm cechująca 

się maksymalną odpornością na 

czynniki środowiskowe i wysokiej 

klasy odpornością na ścieranie.

Płyty ścianek z kolorowego 

trójwarstwowego polietylenu HDPE 

o grubości 12 mm, najwyższej jakości, 

całkowicie odporny na wilgoć i UV.

Liny polipropylenowe typu 

pp-multisplit o średnicy 16 mm z  

rdzeniem stalowym. 

Zakończenia słupów w postaci 

zaślepek z poliamidu.

Szczeble drabinek i węzły 

liny linowych z poliamidu 

formowanego metodą 

wtryskową.

Zakończenia lin zaciśnięte 

w tulejach wykonanych z wy-

trzymałych stopów aluminium.

Drewno drzew iglastych o przekroju 90x90 

mm, bezrdzeniowe, klejone warstwowo 

klejami poliuretanowymi całkowicie 

odpornymi na wodę. Drewno 

zabezpieczone przed wpływem 

warunków atmosferycznych w dwu-

krotnym procesie impregnacji środkami 

do ochrony drewna.

TUBE MADE OF

ATESTOWANE NIERDZEWNE 
ŁAŃCUCHY 6 MM

SLIDES MADE OF STAINLESS 
STEEL AISI 304, SIDE PANELS 
MADE OF HDPE 
POLYETHYLENE

ANTI-SLIP HEXA 18 MM H 
PLATFORM PLATE
SERIES: SMART

PLATES OF THE WALLS  
MADE OF 12 MM HDPE IN 
THE HIGHEST QUALITY

POLYPROPYLENE ROPES 
PPMULTISPLIT TYPE WITH 
A STEEL CORE AND 
A DIAMETER OF 16 MM

THE SEATS ARE MADE WITH 
AN ALUMINUM 
CONSTRUCTION COVERED 
WITH A SOFT EPDM RUBBER

SOLID CONSTRUCTION MADE
OF BLACK STEEL, CLEANED THE
SANDBLASTING PROCESS

SAFE PIPE PLUGS MADE 
OF INJECTION MOLDED 
POLYAMID

SOLID CONSTRUCTION MADE
OF WOOD, 90x90 MM

SMART

MATERIALS:

00106

ANTI-SLIP HEXA 18 MM  
PLATFORM PLATE
SERIES: SMART

PLATES OF THE WALLS  
MADE OF 12 MM HDPE IN 
THE HIGHEST QUALITY

SOLID CONSTRUCTION MADE
OF BLACK STEEL, CLEANED THE
SANDBLASTING PROCESS

SLIDES MADE OF STAINLESS 
STEEL AISI 304, SIDE PANELS 
MADE OF HDPE 
POLYETHYLENE

POLYPROPYLENE ROPES 
PPMULTISPLIT TYPE WITH 
A STEEL CORE AND 
A DIAMETER OF 16 MM
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SCALE 1:100

TUBE PASSAGE, 
POLYPROPYLENE (PP)
OUTSIDE DIAMETER 58 CM
INSIDE DIAMETER 50 CM 
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